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 Model FM-300
 

      300 Watt MOSFET FM Broadcast Pallet Amplifier
 

  The Aerocomm 300W Pallet Amplifier is the 
simplest amplifier module on the market. 
Designed to be integrated into amplifiers and 
transmitters for FM broadcasting, this amplifier 
has less hassle and more efficiency than any 
other 

 

 

 

  

  • No Coaxial Cable 
• Clamped Transistor 
• Up to 86% Efficiency 
• Highly Consistent manufacturing 

 

 

 

Products manufactured in Thailand

 

RF PERFORMANCE 

Parameter Min. Typ. Max. Unit 

Frequency Band 85  108 MHz 

Power Input 3.5 8  Watt 

Input VSWR 1.2:1 1.5:1 1.6:1  

Power Output 320 350 370 Watt 
Power Gain (d)=Bias 
Dependent 

18 20   

Flatness for 88-108 MHz  0.5   

Efficiency  82 84 86 Percent 

F2 2nd Harmonic  -40 -35  dBc 

F3 3rd Harmonic   -30  dBc 

ELECTRICAL & MECHANICAL SPEC. 

Input Volts 48 50  VDC 

Drain Current 8.2 9 10 Amp 

RF Connector (input) MCX 
Dimensions(LXWXH) 101x49.5 x19mm 

All  parameters are subject to output filter variation 
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